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NSF/ANSI 40
Residential Wastewater Treatment Systems

 

Pro Flo Aerobic Systems, LP 
20222 FM 362 North
Waller, TX 77484  
United States  
936-372-5222
Visit this company's website
(http://www.profloaerobic.com)

Facility : Waller, TX

Model Number Rated Capacity

Gallons/Day

Classification

Flow-Rite 500 500 Class I
Pro Flo 500 HC[1] [2] 500 Class I
Pro Flo 500 SL[3] 500 Class I
Pro Flo 500 SL2[4] 500 Class I
Pro Flo 500 SLPT2M[5] 500 Class I
Pro Flo 500 SLPT8[6] 500 Class I
Pro Flo 500 TL[7] 500 Class I
Pro Flo 5060 HC[8] 600 Class I
Pro Flo 500 HC 500 Class I
Pro Flo 600 HC[1] [9] 600 Class I
Pro Flo 600 SL[10] [11] 600 Class I
Flow-Rite 750 750 Class I
Pro Flo 750 PTSL 750 Class I
Pro Flo 750 PTSL2M 750 Class I
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Pro Flo 750 SL 750 Class I
Pro Flo 750 SL2 750 Class I
Pro Flo 750 TL 750 Class I
Pro Flo 800 HC[1] [12] 800 Class I
Pro Flo 800 PTSL 800 Class I
Pro Flo 800 SL 800 Class I
Flow-Rite 1000 1000 Class I
Pro Flo 1000 HC 1000 Class I
Pro Flo 1000S 1000 Class I
Pro Flo 1500 HC 1500 Class I
Pro Flo 1500S 1500 Class I

[1] Suffix S denotes attached pretreatment tank. Suffix P denotes attached pump tank. Suffix
    SP denotes attached pretreatment tank and pump tank. Suffix SL denotes tapered tank.
    Suffix SL2 denotes pretreat tank, not attached.
[2] Pro Flo 500 HC System also as a component of the Pro Flo 500 HCP, Pro Flo 500 HCS, and
    Pro Flo 500 HCSP, which have a 400 gallon pretreatment tank and a 770 gallon pump tank. 
    The pretreatment tank and pump tank were not tested and are not included as components
    of the Certified models.
[3] Pro Flo 500 SL System also as a component of the Pro Flo 500 SLPT with Effluent Pump
    Chamber. The pump chamber was not tested and is not included as a component of the
    Certified model.
[4] Pro Flo 500 SL2 System also as a component of the Pro Flo 500 SLPT2 with Effluent Pump
    Chamber. The pump chamber was not tested and is not included as a component of the
    Certified model.
[5] Pro Flo 500 SLPT2M has an attached 750 gallon pump tank. The pump chamber was not tested
    and is not included as a component of the Certified model.
[6] Pro Flo 500 SLPT8 has an attached 800 gallon pump tank.  The pump chamber was not tested
    and is not included as a component of the Certified model. 
[7] Pro Flo 500 TL System also as a component of the Pro Flo SLPT5, which has a 500 gallon
    pump tank.  The pump chamber was not tested and is not included as a component of the
    Certified model.
[8] Pro Flo 5060 HC System also as a component of the Pro Flo 5060 HCP, 5060 HCS, and 5060
    HCSP, which have a 400 gallon pretreatment tank and a 800 gallon pump tank. The
    pretreatment tank and pump tank were not tested and are not included as components of
    the Certified models.
[9] Pro Flo 600 HC System also as a component of the Pro Flo 600 HCP, Pro Flo 600 HCS, and
    Pro Flo 600 HCSP, which have a 450 gallon pretreatment tank and a 800 gallon pump tank. 
    The pretreatment tank and pump tank were not tested and are not included as components
    of the Certified models.
[10] Pro Flo 600 SL System also as a component of the Pro Flo 500 TL. The pump chamber was
     not tested and is not included as a component of the Certified model.
[11] Pro Flo 600 SL System also as a component of the Pro Flo 600 SLPT with Effluent Pump
     Chamber. The pump chamber was not tested and is not included as a component of the



     Certified model.
[12] Pro Flo 800 HC System also as a component of the Pro Flo 800 HCS, which has a 800 gallon
     pump tank.  The pump tank was not tested and is not included as components of the
     Certified models.

NOTE: This company may sell products complying with all applicable requirements for
      Certification nationally and internationally, but has advised NSF of authorized
      representatives physically located in the following:
      
      Alberta          Oklahoma         Texas
      
      Contact the Listed company directly for further product information and availability in
      your area.

Number of matching Manufacturers is 1

Number of matching Products is 25
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